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§ 173.218 Fish meal or fish scrap.
(a) Except as provided in paragraph

(b) of this section, fish meal or fish
scrap, containing at least 6 percent but
not more than 12 percent water, is au-
thorized for transportation by water
only when packaged as follows:

(1) Burlap (jute) bag;
(2) Multi-wall paper bag;
(3) Polyethylene-lined burlap or

paper bag;
(4) Cargo tank;
(5) Portable tank;
(6) Rail car; or
(7) Freight container.
(b) Fish meal or fish scrap may not

be offered for transportation if the
temperature of the material exceeds 49
°C (120 °F).

(c) When fish scrap or fish meal is of-
fered for transportation by vessel in
bulk in freight containers, the fish
meal must contain at least 100 ppm of
anti-oxident (ethoxyquin) at the time
of shipment.

§ 173.219 Life-saving appliances.
(a) A life-saving appliance, self-in-

flating or non-self-inflating, containing
small quantities of hazardous mate-
rials which are required as part of the
life-saving appliance must conform to
the requirements of this section. Pack-
agings must conform to the general
packaging requirements of subpart B of
this part but need not conform to the
requirements of part 178 of this sub-
chapter.

(b) Hazardous materials therein must
be packaged as follows:

(1) Nonflammable compressed gases
must be packaged in cylinders in ac-
cordance with the requirements of this
subchapter;

(2) Smoke and illumination signal
flares must be in plastic or fiberboard
receptacles;

(3) Strike-anywhere matches must be
cushioned to prevent movement or fric-
tion in a cylindrical metal or composi-
tion receptacle with a screw-type clo-
sure;

(4) Flammable liquids must be in
strong inner packagings in a repair kit;
and

(5) Limited quantities of other haz-
ardous materials are permitted if pack-
aged in accordance with the require-
ments of this subchapter.

(c) Materials therein not subject to
the requirements of this subchapter
which are an integral part of the life-
saving appliance must be packaged in a
strong fiberglass kit case which is
overpacked in a waterproof fiberboard
packaging, or be packaged in other
strong outer packagings.

§ 173.220 Internal combustion engines,
self-propelled vehicles, mechanical
equipment containing internal com-
bustion engines, and battery pow-
ered vehicles or equipment.

(a) Applicability. An internal combus-
tion engine, self-propelled vehicle,
mechanized equipment containing an
internal combustion engine, or a bat-
tery powered vehicle or equipment is
subject to the requirements of this sub-
chapter when transported as cargo on a
transport vehicle, vessel, or aircraft
if—

(1) The engine or fuel tank contains a
liquid or gaseous fuel. An engine may
be considered as not containing fuel
when the fuel tank, engine compo-
nents, and fuel lines have been com-
pletely drained, sufficiently cleaned of
residue, and purged of vapors to re-
move any potential hazard and the en-
gine when held in any orientation will
not release any liquid fuel;

(2) It is equipped with a wet electric
storage battery other than a non-spill-
able battery; or

(3) Except as provided in paragraph
(d)(1) of this section, it contains other
hazardous materials subject to the re-
quirements of this subchapter.

(b) Requirements. Unless otherwise ex-
cepted in paragraph (b)(4) of this sec-
tion, vehicles, engines and equipment
are subject to the following require-
ments:

(1) Flammable liquid fuel. A fuel tank
containing a flammable liquid fuel
must be drained and securely closed,
except that up to 500 mL (17 ounces) of
residual fuel may remain in the tank,
engine components, or fuel lines pro-
vided they are securely closed to pre-
vent leakage of fuel during transpor-
tation. Self-propelled vehicles con-
taining diesel fuel are excepted from
the requirement to drain the fuel
tanks, provided that sufficient ullage
space has been left inside the tank to
allow fuel expansion without leakage,
and the tank caps are securely closed.
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